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max. 100 NmØ 20 mm96 max. 20.000 N
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M A K R O • G R I P ®  5 - A X I S  V I C E  1 2 5 , 
J AW W I DT H  1 2 5  M M 

ITEM NO. LENGTH JAW WIDTH CLAMPING RANGE WEIGHT

48205-125 210 mm 125 mm 0 – 205 mm 10,2 kg



 210 
 125 

 2x85 
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Makro•Grip® 125  
Spare Jaws

Avanti Jaws for automated manufacturing

S PA R E  J AW S  F O R  M A K R O • G R I P ® 5 - A X I S  V I C E  1 2 5 
J AW W I DT H  7 7  M M 

ITEM NO. FOR UNIT

48125-7720 48205-77 1 pair 

S PA R E  J AW S  F O R  M A K R O • G R I P ® 5 - A X I S  V I C E  1 2 5 
J AW W I DT H  1 2 5  M M 

ITEM NO. FOR UNIT

48125-2520 48205-125 1 pair 

AVA N T I  B A S E  J AW S 
F O R  M A K R O • G R I P ® 5 - A X I S  V I C E  1 2 5 

ITEM NO. FOR UNIT

44251-125 48205-125 1 pair 

AVA N T I  A D D - O N  J AW S ,  S O F T

ITEM NO. JAW 
WIDTH MATERIAL DIMENSIONS UNIT

44258-46 125 mm Steel (16MnCr5) 126 × 77 × 46 mm 1 pc.

44259-46 125 mm Aluminium (F50) 126 × 77 × 46 mm 1 pc.

44258-76 125 mm Steel (16MnCr5) 126 × 77 × 76 mm 1 pc.

44259-76 125 mm Aluminium (F50) 126 × 77 × 76 mm 1 pc.

Add-on jaws fit the new base jaw version and also the previous one.



 210 
 125 

 2x85 
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Makro•Grip® 5-Achs-Spanner 125 
Centre Jaw and Spindle
The Makro•Grip® centre jaw is now available for the automation vice, 
potentially doubling the workpiece capacity! 

C E N T R E  J AW A N D  S P I N D L E  
F O R  M A K R O • G R I P ®  5 - A X I S  V I C E  1 2 5 ,  J AW W I DT H  1 2 5  M M

ITEM NO. FOR CENTRE JAW WIDTH SPINDLE LENGTH CLAMPING RANGE

48205-TG2527 48205-125 27 mm 214 mm 2 × 85 mm
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Clean•Tec Cleaning Fan

Save expensive compressed air – use Clean•Tec

Bore for rinsing and cleaning with coolant (especially deep 
pockets). 

Wings open and close automatically by switching the machine 
tool spindle on and off.

1 	 Fibreglass compound body with steel 
centre core. Can be clamped in every 
common shank Ø 20 mm

2 	 Rigid retaining spring for the secure fold-
ing of blades after the cleaning process

3 	 Strong and wear-resistant carbon fibre 
wings for best durability – even with 
tough chipping

4 	 Slim design to space saving storage in 
tool exchanger

1
2

3

4

C L E A N • T E C  C L E A N I N G  FA N

ITEM NO. Ø WITH OPEN 
WINGS RPM RANGE

30160 160 mm 6.000 – 12.000

30260 260 mm 5.000 – 8.000

30330 330 mm 3.000 – 8.000

S PA R E  PA R T K I T (4  W I N G S , 
I N C L .  S P R I N G S  +  P I N S)  

ITEM NO.

30164

30264

30334



37

Makro•Grip® Mobile Storage Unit

Space saving stocking solution for vices and fixtures

1 	 Space to hold up to 60 devices 
(30 devices on each side)

2 	 Convenient handle for pushing and 
pulling the unit

3 	 Non-corrosive galvanised sheet steel

4 	 Powder coated coolant collecting tray 
with integrated drain screw

5 	 Both Quick•Point® spacings 52 and  
96 mm integrated

1

2

3

4

5

M A K R O • G R I P ®  M O B I L E  S TO R AG E  U N I T

ITEM NO. STORAGE CAPACITY DIMENSIONS WEIGHT

61060 max. 60 clamping devices 1.200 × 800 × 1.500 mm 160 kg



Video

Do not miss to watch the RoboTrex video! 

Experience the Robo • Trex live

Visit our Training and Technology Centre in Neuhausen/Germany and convince yourself 
of the benefits of an automated manufacturing.
Training and Technology Centre 
Zabergäustr. 5, 73765 Neuhausen  
Phone: +49 7158 9038-10, Fax: +49 7158 9038-50
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RoboTrex meets the requirements 
for future-oriented manufacturing. 

Efficiency,

speed

and flexibility.
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